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This document contains detailed
instructions for installation and
setup of the VERDE Remote Access
Virtual Appliance.
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Y Downloads

Please download the following installation file:

Virtual Box: https://www.virtualbox.org

NOTE: You must use the VERDE Software Client for Windows that comes with

this new version to connect to Remote Access computers.
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4. VERDE Management Console

Slides 41-47: Setting up the account and
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9 Oracle VM VirtualBox Manager

File Machine Help
&’ Preferences...

G b @ @ {:}E:ZI

ces  Import Export New  Add

Impert Appliance...
L ome to VirtualBox!

Mew Cloud YM...

ft part of application window contains global tools and lists all virtual machines and virtual machine groups on your computer. You can

. . add and create new YMs using corresponding toolbar buttons. You can popup a tools of currently selected element using
Virtual Media Manager... Ctrl+D panding element button.,

* Open VirtualBox

° G (o) to F | Ie 9 I m po rt Ap p I lance. o= Etioriiapaers G in press the F1 key to getinstant help, or visit www . virtualbox.org for more information and latest news.
Metwaork Operations Manager...
Check for Updates...

Reset All Warnings

e b akEE OF

Exit Ctrl+Q
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1. Install the downloads (continued) —

Import Virtual Appliance

Appliance to import

Please choose the source to import appliance from. This can be a local file system to import OVF archive or one of known doud service providers to impart cloud
WM from,

Source: |Lod File System = |

Flease choose a file to import the virtual appliance from. VirtualBox currently supparts importing appliances saved in the Open Virtualization Format (OVF). To
continue, select the file to import below.
e

File: |C:\Users'Frank\DesktopTemp\xfer WERDE-8.2.7.rel, 16083.0va D

¢ Select the downloaded OVA file
¢ Click Next.
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1. Install the downloads (continued)

€ Import Virtual Appliance

Appliance settings

These are the virtual machines contained in the appliance and the suggested settings of the imported VirtualBox machines. You can change many of the
properties shown by double-dicking on the items and disable others using the check boxes below.

Virtual System 1

a MName verde
FH Guest 05 Type B Red Hat (64-bit)
. £} cru 1
L]
Click Import. P %6 ME
@ ovp %)
.@ USE Controller ]
{2 Sound Card lICH ACe7
@ Network Adapter 4] Intel PRO/100D MT Desktop (82540EM)

o Storage Controller (IDE)  PllX4

o Storage Controller (DB} PlIXS

v ‘ Storage Controller (SATA)  AHCI
m Virtual Disk Image verde-disk001.vmdk

Base Folder Ch\Users\Frank\VirtualBox VMs
@l Primary Group /
Machine Base Folder: ‘ C:\Users\FrankWirtualBox YMs ~ |
MAC Address Policy: | Include anly NAT network adapter MAC addresses -

Additional Options: [~/ Import hard drives as VDI
Appliance is not signed
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1. Install the downloads (continued)

Ncomputing

File Machine Help

b0 oo

e After successful import, click
Settings.
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¥ Oracle VM VirtualBox Manager

<.

Discard  Start

Mame: verde
Operating System: Red Hat (64-bit)
El System

Base Memory: 4096 MB
Boot Order: Floppy, Optical, Hard Disk
Acceleration:  VT-x/AMD-V, Nested Paging, PAE/MYX, KVM Paravirtualization

[H] pisplay

Video Memory: 16 MB
Graphics Controller: VBoXVGA
Remote Desktop Server:  Disabled
Recording: Disabled
m Storage

Controller: IDE
IDE Secondary Master:  [Optical Drive] Empty
Controller: SATA
SATA Port O: verde-disk001. vdi (Normal, 5.00 GEB)

o Audio

Host Driver:  Windows DirectSound
Controller:  ICH ACS7

B Network
Adapter 1:  Intel PRO/1000 MT Desktop (MAT)

(5 use

USE Controller:  QHCI
Device Filters: 0 (0 active)

[] shared folders

Mong
—

=] preview
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1. Install the downloads (continued)

Shared Folders Extended Features: [+] Enable 1/0 APIC

[] Enable EFI (special OSes only)

8 verde - Settings ? *
E General System
< ‘ Motherboard >Processor Acceleration
* Select “System” from the left M Display Base Memary: @ 5120 M8 2]
navigation. Storage v o192 1B
* Select the “Motherboard” tab. P Boot Order: |7 [Z] Floppy
. . Audi .
* Allocate the maximum available Hee M @ Optical
. Iﬁ N " = &l Hard Disk
memory (green portion) etwor 1 &P Network
& Serial Ports Chipset:
& UsSB Puointing Device: |PSI2Mouse 'l

User Interface [~ Hardware Clodk in UTC Time

Invalid settings detected oK | | Cancel
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1. Install the downloads (continued)

Click on Processor tab Allocate maximum available (green) Processors

@8 verde - Settings ? *
E General System
E System Motherboard Processor Acceleration
* Select the “Processor” tab. - .
A . @ Display Processor(s): | | |
* Allocate the maximum available o 1CPU 4CPUs
3 orage
processor (green portion) I —— e
(D:l Audio Jo 100%
lﬁ Metwork Extended Features: [+] Enable PAE/MX

Enable Nested VT-x/AMD-Y

D Shared Folders
E User Interface

Invalid settings detected OK | | Cancel
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1. Install the downloads (continued)

* Select “Display” from the left
navigation.

* Select the “Screen” tab.

* Set the Graphics Controller to
VMSVGA

10 © 2020 NComputing Global, Inc. All Rights Reserved.
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E Shared Folders
E User Interface

1 8

Scale Factor: m '
1

Min Max
Graphics Controlle @
Acceleration: [_| ENable S0 Acceleration

'E} verde - Settings T X
E General Display
E System Screen Remote Display Recording
(W ooy T ——— L
Sterage 0ME 128 MB
Manitor Count: !
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1. Install the downloads (continued)

8 verde - Settings ? *
E General Network
E Systermn Adapter 1 Adapter 2 Adapter 3 Adapter 4
* Select “Network” from the left M) Display £ Enable Network Adapter
naVigation . Storage Attached Bridged Adapter ¥
* Under Enable Network Adapter _ Name: |Hyper-V Virtual Ethernet Adapter #2 -
(b] Audio b Advanced

set “Attached to” to “Bridged
Adapter”. ¢ "jm
. Clltctl'< OK to save all the changed £ serial Ports Select Bridged
SetHnegs. & uss Adapter
D Shared Folders
E Uszer Interface
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1. Install the downloads (continued)

¥ Oracle VM VirtualBox Manager
File Machine Help

. 8B

Mew  Settings Discard

[=] General
MName: verde
Operating System: Red Hat (64-bit)
B “ ” .
¢ Click “Start” to start the virtual [ system
maCh | ne. Base Memory: 4096 MB

Boot Order: Floppy, Optical, Hard Disk
Acceleration:  VT-x/AMD-V, Nested Paging, PAE/MY, KVM Paravirtualization
(9] pisplay
Video Memory: 16 MB
Graphics Controller: VBoxVGA
Remote Desktop Server:  Disabled
Recording: Disabled
m Storage

Controller: IDE
IDE Secondary Master:  [Optical Drive] Empty
Controller: SATA
SATA Port 0: verde-diskd01,vdi {Mormal, 8.00 GE)

{0 Audio

Host Driver:  Windows DirectSound
Controller:  ICH ACS37

@ Network
Adapter 10 Intel PRO/1000 MT Desktop (MAT)

£¥ usB

USE Controller:  OHCI
Device Filters: 0 {0 active)

[[] Shared folders
12 © 2020 NComputing Global, Inc. All Rights Rebamiad bone |
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1. Install the downloads

ERDEOS 7.5 (B.2.7.rel.16883)
ernel 3.10.8-862.e17.x86_64 on an xB86_64

« The VM may take 1-2 minutes to [press ENTER to login]
start depending on your B
computer resources.
* Press ENTER.

B @ | =l &) 2 @right ol



1. Install the downloads

* Set the account password for
the admin and root accounts.

ERDEOS 7.5 (B.2.7.rel.16H83)
ernel 3.180.8-862.e17.x86_64 on an xB86_64

[press ENTER to loginl

erde-centos login: admin (automatic login)
hanging password for user admin.

ew password:

etype new password:

hanging password for user root.
ew password:
etype new password:

Computing
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1. Install the downloads

* Press F6 to enter the setup wizard.

UERDE-8.2.7 (rel.16883) - Introduction

Welcome?

Press "FB6" to enter the Main Setup Wizard: _

Copyright 2828 HComputing Global, Inc.
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All Rights Reserwved.
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2. OVA setup [simplified]

VUERDE-8.2.7 (rel.16191) - Choose Interface

These next set of instructions will
take you through the Simplified
setup procedure. If you prefer, the
advanced setup procedure begins
at slide 22. Choose 1-5: 4
To begin the simplified setup:

* Enter 4 and press the ENTER

key.

Copyright 2828 NComputing Global, Inc. All Rights Reserwved.
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2. OVA setup [simplified]

VERDE-8.2.7 (rel.16191) - Main Menu

On the Main Menu:
* Enter 2 — Default Configurations
and press the ENTER key.

1
2
3
4
9
6
7
g
9

| O R A I R R

Choose 1-12: 2_

Copyright ZBZB8 NComputing Global, Inc. All Rights Reserwved.
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2. OVA setup [simplified]

UERDE-8.2.7 (rel.16191) - Default Configurations

On the Default Configurations:
* Keep default option 1 and press
the ENTER key. Choose 1-3: 1

Copyright 2828 NComputing Global, Inc. All Rights Reserwved.
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2. OVA setup [simplified]

UERDE-8.2.7 (rel.16191) - Configure as

<« 18.8.8.218

Note the assigned public IP
address:

. Press <ENTER> to apply or <ESC> to cancel:
* Click the ENTER key. pply

Copyright 2828 NComputing Global, Inc. All Rights Reserwved.
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2. OVA setup [simplified]

UERDE-8.2.7 (rel.162Z24) - Bring Up System Services

Wait for system services to start.

This may take several minutes
depending on your computer
resources.

Copyright Z82Z8 HComputing Global, Inc. All Rights Reserwved.
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2. OVA setup [simplified]

UERDE-8.2.7 (rel.16191) - Main Menu

Setup is complete.

Wait 1-2 minutes for all VERDE
services to start.

1
2
3
4
5
b
7
8
9

Skip ahead to slide 41

Choose 1-12: 1

Copyright 2828 NHComputing Global, Inc. All Rights Reserwved.
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3. OVA setup [advanced]

UERDE-8.2.7 (rel.16883) - Choose Interface

IMPORTANT: Make a note of the IP R
address that has been assigned to FoCONET
your VM (e.g., 10.0.0.209)

. Choose 1-5: 2_
* Enter 2 and click the Enter key.

Copyright ZBZA NComputing Global, Inc. All Rights Reserwed.

{0 2P O | B i & (2 @) Right el




Computing

% & 4

3. OVA setup [advanced]

UVERDE-B8.2.7 (rel.16883) - NIC Usage

* Enter 1 and click the ENTER key

1
2

Choose 1-2: 1

Copyright ZB8Z8 NComputing Global, Inc. All Rights Reserwved.
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3. OVA setup [advanced]

VERDE-8.2.7 (rel.16883) - NETWORKB: Network Parameters Configuration

Enter a name for the Network: NETWORKA
*  Accept Default values by

clicking the ENTER key

Enter the MTU for this Network [68-161181 1588

Copyright 2828 NComputing Global, Inc. All Rights Reserwed.
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3. OVA setup [advanced]

UERDE-8.2.7 (rel.16B83) - NETWORKB Host-Access~ ULAN Configuration

* Enter 1 and click the
ENTER key

Choose 1-3: 1

Copyright 2828 NComputing Global, Inc. All Rights Reserwed.
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3. OVA setup [advanced]

*  Accept Default values by
clicking the ENTER key

* Enter the IP address
noted previously for Host-
Access IP Address

*  Accept defaults for
remaining values.

Computing

UERDE-8.2.7 (rel.16B83) - NETWORKB: Network Host-Access Configuration

Host-Access ULAN Tag (B = Non-VULAN/Trunk): [B-4835]1 A

Will this interface use DHCP to obtain the network address? [y-NIGHE
Will this interface provide the server’ s Zlaamsatddiress? [Yo/nl Y
Host-Access IP address:

Host-Access Netmask: £hn.co0.£595.8

Host-Access Broadcast Address: 18.8.8.255

Copyright Z8Z8 NComputing Global, Inc. All Rights Reserwed.
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3

. OVA setup [advanced]

Enter 5 and click the ENTER key

Computing

UERDE-8.2.7 (rel.16883) - METWORKB Host-Access-/ULAN Configuration

Choose 1-5: 5

Copyright 2828 NComputing Global, Inc. All Rights Reserwved.
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1. OVA setup [advanced]

UERDE-8.2.7 (rel.16883) - Choose Interface

* Enter 5 and click the ENTER key

Choose 1-5: 5_

Copyright ZB28 NComputing Global, Inc. All Rights Reserwved.
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3. OVA setup [advanced]

UERDE-8.2.7 (rel.16883) - Default RoutersGateway Setup

* Accept the default value by
clicking the ENTER key.

Enter the GatewaysDefault-Route address: 18.8.8.1

Copyright 2828 NComputing Global, Inc. All Rights Reserwved.
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3. OVA setup [advanced]

* Accept the default value by
clicking the ENTER key.

Computing

UERDE-8.2.7 (rel.16883) - DNS Server Setup

Enter DN3 Server addresses for the Network:
--> ¥?5.73.75.75, ?5.75.76.76

Copyright 2828 NComputing Global, Inc. All Rights Reserwved.
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3. OVA setup [advanced]

IMPORTANT: Select option 1 and
click ENTER.

Computing

Key: Back=F5, Next=F6
UERDE-8.2.7 (rel.16883) - Server Role

Chooze one of these types of Server or Cluster
conf iguration:

Cluster Master + Management Conszole + UDI Server

Cluster Master + Management Conzole (does not host UDI sesszions)
UDI Server only (cluster node)

Gateway only (commection broker)

Choosze 1-4: 1

Copyright 2828 NComputing Global, Inc. All Rights Reserved.
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3. OVA setup [advanced]

‘Iﬂ_’f

UERDE-8.2.7 (rel.16883) - Public Address

* Accept the default value by
clicking the ENTER key.

* The setup wizard should use the Enten
IP address you entered ~ R
previously.

Lhemiatlic Address:

Copyright 2828 NComputing Global, Inc. All Rights Reserwed.
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3.

OVA setup [advanced]

Select option 3 and click ENTER.

Computing

UERDE-8.2.7 (rel.16883) - External Storage Type

Choose 1-3: 3

Copyright 2828 NComputing Global, Inc. All Rights Reserwed.
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3. OVA setup [advanced]

Computing

Key: Back=F5
UERDE-8.Z.7 (rel.16883) - Main Menu

= Network Configuration (sub-menu)
Default Configurations
Server Configuration (sub-menul
Branch Configuration (sub-menul

* Select option 1 and click ENTER.

Generate Support Report
Reboot this 3erver

Power-0ff this Server

Root Shell (Requires password)
Log out of Menu

LY== R = Ay B G

Choose 1-12: 1

Copyright Z628 NComputing Global, Inc. fAll Rights Reserved.
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3. OVA setup [advanced]

. . UERDE-8.2.7 (rel.16883) - Network Configuration
* Select option 5 and click ENTER.

1
2
3
4
5
6
7

Choose 1-7: §

Copyright ZBZ8 NComputing Global, Inc. All Rights Reserwved.
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. OVA setup [advanced]

Assuming successful network
test, press ENTER

If the network test failed you
may need to start over.

Computing

UERDE-8.2.7 (rel.16883) - Test <NONE> Mount Point

Press <ENTER> to continue:

Copyright 2828 NComputing Global, Inc.

All Rights Reserwved.
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3. OVA setup [advanced]

UERDE-8.2.7 (rel.16B83) - Hetwork Configuration

* Select option 7 and click ENTER.

1
2
3
4
5
6
7

Choose 1-7: 7

Copyright ZBZB HComputing Global, Inc. All Rights Reserwved.
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3. OVA setup [advanced]

Key: Back=F5
VERDE-8.2.7 (rel.16883) - Main Menu

Network Configuration (sub-menu)l
Default Configurations

Server Configuration (sub-menul
Branch Conf iguration (sub-menu)
Start System Services and Networking
. q Start Networkin

* Select option 5 and click ENTER. J
Generate Support Report
Reboot this Server

Power-0ff thiz Server

Root Shell (Requires password)
Log out of Menun

(==l e Ry TR AV

Choose 1-12: 5_

Copyright Z828 MComputing Global, Inc. All Rights Reserved.

B o BT e @rihtcn



3. OVA setup [advanced]

Enter “y” and click ENTER.

Computing

Key: Back=F5
UERDE-8.2.7 (rel.166883) - Start System Services and Networking

This will start System Services with your preszent
conf iguration.

Start System Serwvices and Networking? [y-N1 u_

Copyright 2828 NComputing Global, Inc. All Rights Reserwed.
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3. OVA setup [advanced]

Key: Back=F5
UERDE-8.2.7 (rel.16883) - Main Menu

Network Configuration (sub-menu)
Default Configurations

Server Configuration (sub-menu)
Branch Configuration (sub-menu)
Stop System Services

Stop System Services and Networking
Restart the Management Console
Generate Support Report

Reboot this Server

* Setup is complete.
* Wait 1-2 minutes for all services

(9= =R R T IS N L

to start. Power-0Off this Server
Root Shell (Requires password)
Log out of Menu

Choose 1-12: 1

Copyright ZBZ8 NComputing Global, Inc. nAll Rights Reserved.
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4. VERDE Console

€& > (& A Notsecure | 10.0.0.209:8443/mc/user/initialSetup R o

* Open a browser and go to
https://<IP address>:8433/mc VERDE BDHSU|E

where “<|IP address>" is the

address you noted from the indicates required field
Setup. *Master Administrator Username |mcadmini
* Follow the usual mcadmin1 *Master Administrator Password [ |
password Setup *Confirm Master Administrator I d [eeeee |
*1 accept the License Agreement (click hg;

Copyright @ 2020 NComputing Global, Inc, All rights reserved.
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4. VERDE Console (continued)

€ - C A Notsecure | 10.0.0.209:8443/mc/ T ¥ o :
verde

* Login to the mcadminl account.

VERDE Console

Username |mcadmini |

Password [ |

Copyright © 2020 NComputing Global, Inc. All nghts reserved.
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* You can register now or later.
(This is the standard VERDE
setup)

© 2020 NComputing Global, Inc. All

ORGANIZATION: GLOBAL mcadmin1 Help Logout

4. VERDE Console (continued)

Ncomputing

&« C A Notsecure | 10.0.0.209:8443 /mc/MPortalLicense/list

DESKTOP P

SESSION SETTIN

ORGANIZATIONS

» GEMERAL SETTINGS

General Settings
? License
MAC Address Pools
Branch Clusters

Configuration

License Pool Allocations

Welcome to NComputing's VERDE VDI 8.2.7

Offline trial

*Reminder: you have not yet
Please complete the registratig
licenses.

="M VERDE Console

w v @ :

Please register your VERDE VDI
installation with the
NComputing Management Portal

VERDE VDI 8.2.7 installations come with trial seat licenses
that allow you to immediately begin using all VERDE VDI
features. You must complete the registration process and
obtain paid VERDE seat licenses to continue using VERDE

after the trial licenses expire.

g.
to be eligible to obtain and apply paid VERDE seat

UPLOAD OFFLINE LICENSE FILE

REFRESH REGISTER

28 Jun 2020
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4. VERDE Console (continued)

&« C A Notsecure | 10.0.0.209:8443/mc/user/listVerdelsers Y e :

mcadmini

Verde- Configuration mgm g = I ll l H
T ~

GOLD IM U sers *indicates required field

+ CREATE NEW
* password
_ * Confirm _

* Click on Users and add a new

APPLICATION LAYERS

B Password
DESKTOF PO mecadminl strator
Roles
O Management Console Master Administrator
] Management Console User Page size: é 30
O Desktop Administrator -
» PRE-LAU
Desktop Pools Search Results:
uled Launch
yecution N .
0 Click "Select” in Search Results to add a group to the Selected list,
Name Action
ORGANIZATIONS
» ADMINISTRATION Selected:
= - 0
——

» GENERAL S
General
Lic

44 © 2020 NComputing Global, Inc. All Righ
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4. VERDE Console (continued)

* VERDE comes with a Default
Session Settings configured for
Remote Access Functionality

mcadmin

ORGANIZATL

Configuration Reporting DHSU e
verde mm VERDE Consol

GOLD IMAGE! Session Settings

Cache |O Staltus

N: GLOBAL

Use this table to create and manage the environment for your virtual sessiens in terms of system resources, networking, snd access to peripherals, The setiings you create can be assigned to & Gold Image as the defsult environment for
that image, or can be used to customize the environment for a specific rule in the Desktop Policy table.

APPLICATION LAYERS
+ CRE NEW

Default VDI Defsult Settings for VDI Guest Sessions VDI To override default

DESKTOP POLIGY

<TOP POLICY c
IGURATION session settings values,
create a new custom
setting.
—
ESSION SETTINGS ~
Default RA Default Settings for Remote Access REMOTE_ACCESS To override default RA

session settings create a
» PRE-LAUNCH new custom setting.

Deskiop Pools
Scheduled Launch
VM Execution

45 © 2020 NComputing Global, Inc. All Rights Reserved.



4. VERDE Console (continued)

Alternatively, you can define
custom Remote Access
Session settings.

* Click on Session Settings
to add a new Remote
Access Session setting.

* Enter a Name, Description
and set Type to “Remote
Access”

Session Settings

DESKTOP POLICY

Default VDI

ORGANIZATIONS

Ncomputing

ORGANIZATION: GLOBAL

Dashboard Configuration VERDE EOHSU'E

mcadmin1 Help Logout

Create new Session Settings Object

< required field
“Name:

Description:  [My Custom Remote Access Session Settings P )

we: O vbI @ Remote H[(i';/
Default RA

ESuiLin@ll PROTOCOL ~ USB | ACTIVE DIRECTORY

SETTINGS

Clipboard *

o
o]
@
o

VALUE

User PC environment > VM environment
VM environment > User PC environment
Allow All (user PC <= VM )

Disable

* These features apply only to VERDE Windows Software Client and Windows 05-based Guest Sessions

Use this table to create and manage the environment for your virtual sessions in terms of system resources, networking, and access to peripherais. The settings you create can be assigned to a Gold Image as the default environment for
that image, or can be used to customize the environment for a specific rule in the Desktop Policy table

WE CANCEL

4

46 © 2020 NComputing Global, Inc. All Rights Reserved.

+ CREATE NEW

To override default
session settings values,
create a new custom
setting

To override default RA
session settings create a
new custom setting.
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4. VERDE Console (continued)

* Click on Desktop Policy to add a new rule to
access a physical PC.

* Select Remote Access Assignment Type

* Enter the physical PC IP address. This IP
address must be accessible from the VERDE
Remote Access VA. This could be a physical
PC located on the same network using an
internal IP (e.g., 10.0.1.7) or a PC with a
publically accessible IP address (e.g.,
104.209.67.63).

* Enter a description and, optionally, the
domain name of the physical PC. The
domain name may be required if the PC
from which you want to connect is already
connected to a different domain. The PC
Domain Name entered here will override
any cached value.

© 2020 NComputing Global, Inc. All Rights Reserved.

DESKTOP POLIGY
CONFIGURATION

SESSION SETTINGS

Ncomputing

ORGANIZATION: GLOBAL

Desktop Policy

Use this table to determine which Goid

+ Add Rule

*indicates required field

*User/Group Precede group names with %",
Assignment Type (0 Gold Image () Desktop Pool ® Remote Access

Settings

—
b bescripton
PC Domain Name (eptional)

mas (e.g. "tom.si
‘ h

SARCE

A




5. Shut down VERDE Remote Access

To shutdown the VERDE Remote
Access OVA, select option 10
and click Enter

Key: Back=F5

UERDE-8.2.7 (rel.16883) - Main Menu

[=R== R =y B LI G

Network Configuration (sub-menu)
Default Configurations

Server Configuration (sub-menu)
Branch Configuration (sub-menu)
Stop System Services

Stop System Services and Networking
Restart the Management Console
Generate Support Report

Reboot this Server

Power-0ff this Server

Root Shell (Requires password)
Log out of Menu

Choose 1-12: 18_

Copyright 2828 NComputing Global, Inc. All Rights Reserved.
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5. Shut down VERDE Remote Access

Key: Back=F5
UERDE-8.2.7 (rel.166883) - Power-Off this Server

WARNING: This will stop System Services and power-off the Server.
e Enter ”y” and click ENTER Shutting down System Services will abort any ruming guest sessions
on this =zerver. This may result in data corruption.
Please be sure you have properly shut down any sessions ruming on
this server before continuing.

Power-0ff this Server? [ysN1 u_
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5. Shut down VERDE Remote Access (continued)

* When shutdown is complete,
the VM will show as “Powered
Ooff.”

* Click the Start button to re-start
the VM

50 © 2020 NComputing Global, Inc. All Rights

W Oracle VM VirtualBox Manager
File Machine Help

BHD oot

=

Reserved.
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Mew Settings Discard

=] General

MName: verde
Operating System: Red Hat (64-bit)
=] system

Base Memory: 5120 MB
Processors: 2

Boot Order: Floppy, Optical, Hard Disk
Acceleration:  VT-x/AMD-V, Nested Paging, PAE/MNX, KVM Paravirtualization

(™| pisplay

Video Memory: 16 MB
Graphics Controller: VMSYGA
Remote Desktop Server:  Disabled
Recording: Disabled

Storage

Controller: IDE
IDE Secondary Master:  [Optical Drive] Empty
Controller: SATA
SATA Port0: verde-disk001.vdi (Normal, 8.00 GEB)

ifn Audio

Host Driver:  Windows DirectSound
Controller:  ICH ACS7

@ Network
Adapter 1:  Intel PRO/1000 MT Desktop (Bridged Adapter, Hyper-V Virtual Ethernet Adapter £2)

(9 usB

USE Controller:  OHCI

=] preview




6. How a User Connects

* Launch the new VERDE S/W
Client

* Enter the IP address of the
VERDE Remote Access Virtual
Appliance.

@ VERDE Client — >
File Action

verde

Connection Server:
[ 10.0.0200

Username:
I frank

Password:

I

QOptions »» |—
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* Select the desired desktop and
click “Connect to Desktop”

@ VERDE Client:10.0.0.200:frank — *®

verde

Select Desktop to Connect:

IAzureWinw

Options: << |

User Experience (Connection Speed):

I
/

Modem WAN Broadband LAN

™ Fullscreen Mode

Preferred Protocol
’75' RDP " SPICE ¢ LUxP

" Dual Monitor Mode

Connect to Desktop
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6. How a User Connects (continued)

* If everything is configured
correctly a new window will
. VSpace
open with RDP access to your Mariager

remote PC.
2

Microsoft

<
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W CONTACT US

For more information on NComputing products and

services, please contact your local reseller or chat
with us on our website.

For technical support, please visit
https://support.ncomputing.com

Ncomputing
; 400 Concar Dr. 4™ Floor
P v San Mateo, CA 95391

E: info@ncomputing.com
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. | THANK YOU
NComputing  cHOOSING

NCOMPUTING
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