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Installing and Configuring VERDEOS

Have your server (bios) boot off of the USB storage device that has the VERDEOS software stored.

Select Quick Install.

Select the preferred Language.

Select the Time Zone.

Select Begin Installation.

The server/VERDE will perform the install and reboot the server.
Once rebooted, you’ll be prompted to press ENTER to login.
Create/Enter a password for the admin user.

You’ll then be asked to create/enter a password for the root user.

You’re immediately taken to the menu system.
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UERDE-8.2.8 (rel.14192) - Introduction

Welcome?

Press "Fb6" to enter the Main Setup Wizard:

Copyright 2818 NComputing Global, Inc. All Rights Reserved.
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Press ‘F6’

¢ Select Option ‘2’ as directed by the asterisk .. press ‘Enter’

UVERDE-8.2.8 (rel.14192) - Choose Interface

Choose 1-5: 2
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e Select ‘1°, the default .. press ‘Enter”

e Use the defaults ... ‘'NETWORKO’ and ‘1500’ for the MTU size .. press ‘Enter’

UERDE-8.2.8 (rel.14192) - NETWORKB: Network Parameters Configuration

Enter a name for the Network: NETWORKA

Enter the MTU for this Network [68-16118]1 1588_
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e Select Option ‘1’ .. ‘Add VLAN or non-VLAN Host-Access’ .. Press ‘Enter’

UERDE-8.Z2.8 (rel.14192) - NETWORKB Host-Access/ULAN Configuration

Choose 1-3: 1

e Select the default ‘0’ ... Press ‘Enter’ ... “Will this Interface use DHCP?”.. N. Select the default
.. Press ‘Enter’

o “Will this interface provide the server's public IP” .. Select ‘Y’ .. Select the default .. Press ‘Enter’

e Enter this server's (the Branch server's) IP address .. Press ‘Enter’ — 192.168.7.91

e Host Access Netmask ... Enter Custom Netmask or select the default .. Press ‘Enter’ — 255.255.255.0

e Host Access Broadcast Address .. Enter Custom Broadcast Address or select the default) .. Press
‘Enter’

UERDE-B.2.8 (rel.14192) - NETWURKB: Network Host-Access Conliguration

Host-Access ULAN Tag (B = Non-ULAN/Trunk): [B-4895] @
Will this interface use DHCP to obtain the network address? [ysN]l N
Will this interface provide the server’s Public Address? [Y/nl ¥
Host-Access IP address: 192.168.7.178
A Z255.255.255.8
ast Address: 192.168.7.255
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e You will be switched back to the ‘Host-Acces/VLAN Configuration’ Screen. Press F6

e You will be switched back to the ‘Basic Interface or Network to configure’ screen. Press F6

UERDE-8.2.8 (rel.14192) - Choose Interface

Choose 1-5:

e You will be switched to the ‘Default Route/Gateway’ Setup. Enter the IP address of your
default GATEWAY —192.168.7.254 ... Press ‘Enter’

UERDE-8.2.8 (rel.14192) - Default Routes/Gateway Setup

Enter the Gateways/Default-Route address: 192.168.7.254
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e You will be switched to ‘DNS Server Addresses’.. Enter your DNS Server IP's (Primary) and
(Secondary) addresses. Ex. 8.8.8.8 .. Press ‘Enter’ 68.94.156.8 and 68.94.157.8

UERDE-8.2.8 (rel.14192) - DNS Server Setup

Enter DNS Server addresses for the Network:

--> §.8.8.8_

®  You will be switched to ‘Server or Cluster’ configuration.
Select Option ‘1" (Cluster Master + Management Console + VDI Server) .. Press ‘Enter’

VERDE-8.2.8 (rel.14192) - Serwver Role

Choose 1-4: 1
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e You will be switched to the screen to enter the Public Address of your server .. (it should already be
populated) Enter this server's IP Address Press ‘Enter’

UERDE-8.2 .8 (rel.14192) - Public Address

Enter the Public Address:
> 192.168.7.178_

*  You will be switched to the ‘External Storage Type screen.
At this point .. select Option ‘3’ (Do Not Configure Mount Point) .. Press ‘Enter’

UVERDE-8.2.8 (rel.14192) - Extermnal Storage Type

Choose 1-3: 3

¢ You will be switched back to the ‘Main Menu'.
You need to test your Network Configuration.
Select the default .. Option ‘1’ .. denoted by the ‘asterisk’ and Press ‘Enter
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UERDE-8.2.8 (rel.14192) - Network Configuration

Choose 1-7: 5

*  Press ‘5" .. This is the default option denoted by the ‘asterisk’. Press ‘Enter’
* Success?

&  Press Enter to continue. Returns to Main Menu

UVUERDE-B8.2.8 (rel.14192) Test <NONE> Mount Point

e Exit Main Menu .. Option ‘7 .. Press ‘Enter’

UERDE-6.2.8 (rel.14192) - Start System Services and Networking

Start System Services and Networking? [ysN1 y

e At the Main Menu, select Option ‘5 — Start Networking .. Press ‘Enter’
o Start Networking? [y/N] ‘y’
e At the Main Menu, select Option ‘4’ .. to ‘Start System Services’
Press ‘Enter’
o Start System Services [y/N] ‘y’
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. At the Main Menu, select Option ‘10’ ... ‘Root Shell’
o Password (this is the root password you created at the start
of installation)

VERDE-8.2.8 (rel.14192) - Main Menu

|
”
3
4
5

O=~a

Check the status of the VERDE service with this command:

service VERDE status

Password:
[xootflocalhost ~]§ serxrvice VERDE status
[xoot@localhost ~]§ VERDE

Check the status of the VERDE service with this command:

service VERDE status

If ok ... ‘Edit’ the settings.node file to change Logging to ‘debug’ on the Branch Server and Cluster Master:
vi /var/lib/verde/settings.node

Change line 5 from "note" to "debug"

# VERDE Node configuration, automatically created by verde-config
WIN4_MC_USER="vb-verde"

WIN4_SERVER_ROLE="CM_VDI"
VERDE_SERVER_UUID="062a2e64-f137-4b5e-bd62-2ad3c2bedeas"
WIN4_DBG_MOD_ALL="note"

VERDE_ISOLATED_GATEWAY="no"

VERDE_GATEWAY_CM_LIST=""
VERDE_INITIAL_RESOURCE_TAGS="NETWORK:NETWORKQ"
WIN4_VERDE_PUBADDR="192.168.0.19"
WIN4_NAT_SUBNET="192.168.84"
VERDE_DISABLE_CPUFREQ="no"

### DO NOT EDIT THIS LINE OR ABOVE IT ###
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Enter the following command to ‘monitor’ the VERDE Server:
cat /var/log/verde/1/windprod.txt

(and)

cat /home/vb-verde/logs/<ServerIP>-mc.log
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